FIXED REACH TOP LOADING ARM | E2110

5 year limited warranty on D2000 World
Series swivel joints.

PROM TEC, 5.A. DE C.V.

Designedspecificallyforsinglecompartment

tank trucks and railroad tank cars. Zacatepetl 363 A, Delegacion Tlalpan
14010 México, D.F. Tel- +52 (55)

. . . 5606-1611, e-mail:
Accurate spotting of railcar or tank truck is promtec@promtec.com.mx

FEGires, SEE SPOLHbE TED. Riser connection options

Loading arms shown in the park position

Standard vertical range of motion for the
loading arm is 55° (park position) to -20°
(load position). Maximum vertical range of
movement up to 95° with spring cylinders.

Riser: Upfeed Riser: Downfeed

Standard arms feature the D2000 World
Series swiveljointsfor ultralow maintenance
& the easy to adjust spring cylinder balance.

= Pipe size: 2" through 12"

Riser: Horizontal/Up Riser: Horizontal/ Down

E2110

= Materials: Carbon steel,
Carbon steel/Aluminum, Stainless steel
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Fixed reach top loading arm

~E2110

Dimensions and technical data
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PROM TEC, S5.A. D€ C.V.

Zacatepetl 363 A, Delegacion Tlalpan
14010 México, D.F. Tel- +52 (55)

5606-1611, e-mail:
promtec@promtec.com.mx
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