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DIMENSIONS:
WALK SURFACE WIDTHS (DIM A) 24" | 36" | 48" | 60" | 72"
CORRESPONDING OVERALL WIDTHS (DIM B) 42" | 54" | 66" | 78" | 90" SFR
FLAT RAMP GANGWAY-G4
MODEL # DIMC DMD | DIME | DIMF | DIMG SPEOF RIS
3STEP % il 6 7' T + TOTAL LOAD CAPACITY - 500 Ibs., HANDRAIL-200 Ibs., MIDRAIL-100 Ibs.
4 STEP 49 21" 78 10" 10" + AVAILABLE WORKING RANGE - 15° ABOVE TO 15° BELOW HORIZONTAL.
= " " + 2.9" DIAMETER HANDRAIL WITH 1" DIAMETER GRAB BAR.
e B - BANGIAY BODY CONSTRUCTED OF ALMNUM ™ 12>
6STEP | W | W | | T | T (STANLESS STEELOPTIONAL)
7 STEP 88’ 2%" 1"r 2" 2° » SELF SUPPORTING BY USE OF ADJUSTABLE CHAIN STOPS.
+ SPRING COUNTERBALANCED FOR EASE OF OPERATION.

SafeRack

LOADING RACK TECHNOLOGIES

LOAD BEARING PIVOT POINTS CONTAIN OIL IMPREGNATED

BRONZE BEARINGS.

AWS WELDING SPEC. D 1.1-D 1.2.
ALL CRITICAL HARDWARE IS STAINLESS STEEL.
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PROM TEC, S.A. DE C.V.

Zacatepetl 363 A, Delegacion ﬁalpan 14010 México, D.F. Tel- +52 (55) 5606-1611,
e-mail: promtec@promtec.com.mx



